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SPRING-LOADED STEEL -
CAMLATCHES FHINGES

4 LAMP, FLUORESCENT PARABOLIC TROFFER WITH 3" DEEP LOUVERS, (24 CELLS).
NOMINAL 2'X4* IN SIZE AND APPROXIMATELY 5 % INCHES DEEP.

HOUSING: STEEL A MIN. OF 0.035-INCHES THICK; APPROPRIATE HARDWARE FOR
A MIN. OF (4) POINTS OF SUPPORT IN APPLICABLE CEILING SYSTEM;
HOUSING EMBOSSED FOR RIGIDITY.

DIFFUSER:  LOUVER PARTS CONSTRUCTED OF PRE-ANODIZED ALUMINUM (SEMI

SPECULOR SILVER).  LOUVER SECURED BY RUGGED T-HINGES AKD
SPRING-LOADED ? LATCHES - HINGES/LATCHES FROM EITHER SIDE.

REFLECTOR: BAKED WHITE ENAMEL OVER CORROSION RESISTANT  PRIMER.
REFLECTING SURFACES MINUMUM OF 85%.

LAMPS SEE SPECIFICATION SECTION 16510.

BALLASTS:  BALLAST SHALL BE ELECTRONIC TYPE.

TYPE Al SAME AS TYPE A EXCEPT WITE EMERGENCY BATTERY PACK.

FIXTURE TYPE A & At

APPROX. &%*
—

[ T%ES. Py

HOUSING CHANNELs STEEL A MINIMUM OF £.035 INCH THICK; APPROPRIATE KNOCKOUTS ON TOP FOR
OUTLEY CORRECTIONS AND MOUNTING; NOTCHED STRAP FOR LAMPHOLDER SUPPORT; CAPTIVE NON-
TURNING THREADED STUDS FOR BALLASYT MOUNTING AND FIXTURE GROUNDING; WITH ALIGNER FOR
JOINING UNITS IN CORTINUOUS ROW.

END CAPS?  STEEL A MINIMM OF 0,035 INCH THICK; WITH KNOCKOUT; HAY BE USED AS ALIGNER
BETHEEN UNITS IN CONTINUOUS ROW.

COVER: SIEEL A MINIMM OF 0.029 INCH THICK; FORMED FOR STRENGTH; SECURED BY MINIMUM OF IWO
TOCKING SCREW DEVICES. :

FINISH: CHANNEL HOUSING, END CAPS, AND COVER-BAKED WHITE ENAMEL OVER CORROSION RESISTANT
PRIMER,

BALLAST: BALLAST SHALL BE ELECTRONIC TYPE.

LAMPS:  2-FhO, T~12, RAPID START FLUORESCENT.

NOTE: FIXTURE SHALL HAVE EMERGENCY BATTERY PACK UNIT.

FIXTURE TYPE F

1

RECESSED, 2-LAMP, FLUORESCENT LIGHTING TROFFER WITH FLAT LOW-BRIGHTNESS LENS PANEL,
NOMINAL 2' x 4% iN SIZE AND APPROXIMATELY L3 INCMES DEEP.

HOUSING: STEEL A MINIMUM OF C.035-INCHES THICK; APPROPRIATE HARDWARE FOR A MINIMUM
OF (&) POINTS OF SUPPORT IN APPLICABLE CEILING SYSTEM; WIRING AND BALLAST
ACCESSIBLE FROM BELOW; SUPPORT CLIPS PROVIDED FOR WIRING; SEPARATE CAPTIVE
NON~TURNING STUD FOR FIXTURE GROUNDING.

REFLECTOR: HOUSING, WIREWAY COVER, SEPARABLE REFLECTOR, OR COMBINATION THEREOF;
WIREWAY COVER OF SEPARABLE REFLECTOR MINIMUM OF 0,029~ INCH THICK STEEL
OR 0,040~ INCH TRICK ALUMINUM,

FIXTURE TYPE D & H

LENS DOOR AND TRIM FRAME: STEZL MINIMUM OF 0.035-INCH THICK OR EQUIVALENT STRENGTH TYPE 'H'
EXTRUGED ALLMINUM; LENS HELD IN EXPANSION CCMPENSATING —
MANNER BY CLIPS OR CLAMPING OF FRAME; SEPARABLE STAINLESS .
om CADMILM PLATED STEZL HINGES; .zoozmv,..,gocm FINGER- © FIXTURE: 7" APERTURE ROUND OPEN REFLECTOR COMPACT FLUORESCENT
CPIRATED CATCHIS; INTEGRAL LIGHT TRAP; LENS REPLACEABLE RECESSED DOWNLIGHT.  LATCHES TO BE SPRING LOADED FOR
WITHOUT SPECIAL TOOLS. JUNCTION BOX ACCESS AND/OR RELAMPING. REFLECTOR IS CLEAR
FINISHES:" HOUSING, DOCR AND TRIM FRAME - BAKED WHITE ENAMEL; REFLECTING SURFACES WMMM_““.OM Rﬁ.qzm&wﬁ%ww xmw_mxmﬂwﬁ mmmx»m_.m N CSTiEL
MINIMUM OF 85§ REFLECTANCE BAKED WHITZ ENAMEL. HOUSING. » ENCLOSED IN STEEL
LENS: CLEAR 100% YIRGIN ACRYLIC PLASTIC CR CRYSTAL GLASS; SMOOTH ONE SIDE, UNIFORM
PATTZRN OF CONES OR MEXAGONAL PYRAMIDAL PRISMS ON THE OTHER; A MINIMM OF BALLAST: TWO 18W HIGH PONER FACTOR

1/8-INCH AVERAGE THICKNESS (FRISM POINT AND BASE); GLASS 7O BE ANNEALED;

AVERAGE BRIGHTNESS WiTH 3100 LUMEN LAMPS MAXIMUM OF 410 FL'S CROSSWISE AMD LAMPS ¢
420 FL'S ENCWISE IN 65 CEGREE TO85 CEGREE ZONE; FIXTURE LUMEN QUTRUT' -
MINIMUM OF J0% OF BARE LAMP LUMENS.

LAMpS: SER SPECIFICATION SECTION 16510,

SALLAST: BALLAST SHALL BE ELECTRONIC TYPE.

TYPE Bl SAME AS.TYPE B EXCERT WITH EMERGENCY BATTERY PACK.
TYPE 'C*' SAME CONSTRUCTION AS TYPZ ‘B' EXCEPT WITH THREE LAMPS - W/ ONE £ TWO LAMP w»..;mql

wo s oz § 1R DRR /82 T/E¢ O.LCFL. P

TYpE ‘0"

SAME AS TYPE ‘H', EXCEPT WITH TWO 13W LAM
SPREAD LERe » PS (F130TT/27K) AND WALLWASH

FIXTURE TYPE D & H

FIXTURE TYPE B,B1& C

THO-LAMP SURFACE MOUNTING FLOURESCENT FIXTURE: NOMIMAL 4' LONG AND MIN, 11"
WIDE BY MiIN, 3" DEZP,

HOUSING: STEEL MIN, 0.035" THICK; KNCCKOUTS AND HARDWARE FOR SURFACE MOUNTING (AT

4 POINTS MIN,); TOP RAISED A MINIMUM OF 3/16" AT NOT LESS THAN FOUR (4)

FCR AIR SPACE WWEN SURFACE MOUNTED; WIRING AND BALLAST ACCESSIBLE
Cw; SEPARATE CAPTIVE NON-TURNING STUDS FOR BALLAST MOUNTING AND
GROUNDING; RIGID LAMPHOLDER SUPPORT; DECORATIVE ENO COVER PLATE,
REVOVAZLE OR WITH HIDDEN KNCCKGAUSTS FOR CONTINUOUS ROW ALIGNMENT AND THROUGH
HIRING.

REFLECTOR: COMBINATION HOUSING AND WIREWAY COVER; MIN, 0.029" THICK STEEL OR 0.040%
THICK ALUMINUM; SECURED BY MIN, OF TWO CAPTIVE SCREW DEVICES.

TYPE 'G'
9% ROUND 70W METAL HALIDE LENS DOWNLIGHT

REFR'CYOR ENCLOSURE: ONE-PIECE MOLDED CLEAR 100% ACRYLIC PLASTIC WITH PATTERNS OF
PRISMATIC LENS CONFIGURATIONS ON BOTTOM, SIDE AND END SURFACES;
READILY REMOVABLE AND HINGED FROM EITHER SIOE; AVERAGE BRIGHT-
NESS WITH 3100 LUMEN LAMPS A MAX, OF 550 FOOTLAMBERTS CROSSWISE

HOUSING: DIE-CAST ALUMINUM LAMPHOLDER HOUSING. MEOIUM BASE AND 390 FOOTLAMBERTS ENDWISE IN THE 65 - 85 DEGREES 20NE; LUMEN
PORCELAIN SOCKET WITH NICKEL-PLATED SCREW SHELL. ’ CUTPUT NOT LESS THAN 65§ OF BARE LAMP LUMENS; MINIMM CF 87§ OF
U.L: LABELED FOR DAMP LOCATIONS. LIGHT QUTPUT SELOW HORIZONTAL.

REFLECTOR: SEMI-SPECULAR CLEAR ALZAK REFLECTOR.

METAL FINISH: BAKED ENAMEL OVER CORROSION RESISTANT PRIMER: HOUSING AND REFLECTOR -
WHITE; INTERIOR REFLECTING SURFACES - MINIMUM 858 REFLECTANCE.

LENS: TEMPERED PRISMATIC GLASS LENS,
- LAMPS: THO, FRO |, T-12 RAPID START FLUORESCENT,

BALLAST: uwmﬂmn%wumxﬁmmMMM%w».mcnozw.;zq WATTAGE TYPE. THERMAL BALLAST: B s 8% ELECTRONIC TYPE.

LAMP: 70W METAL HALIDE ¥H70/C/U/MED. NOTE: FIXTURE SHALL HAVE EMERGENCY BATTERY PACK UNIT.
TYPE 'GL'

SAME AS TYPE G2 EXCEPT WITH 'WALLWASH SPREAD LENS'. —u—x.—-cmm -—..<vm f&

TYPE 'G2"

SAME AS TYPE G EXCEPT WITH 100W METAL HALIOE LAMP,

FIXTURE TYPE G,G1 & G2

Fully Sprinklered

HOUSING: CLOSED TOP AND BACK OF NOT LESS THAN 0.035~INcH THICK STEEL oR 20 BtS
GAGE_ALUMINUM' APPROPRIATE KNOCKOUTS FOR OUTLETS BOX MOUNTING AND
ADDITIONAL WALL ATTACHMENT SUPPORTS; END PLATES-CAST ALUMINUM,

BEPLECTOR: NOT LESS THAN 0.029-1ncH THICK STEEL OR 18 B&S GAGE ALUMINUM;
FOR ACCESS TO BALLAST AND WIRING,

EINISHES: HOUSING-~SATIN ALUMINUM; OR BAKED WHITE ENAMEL OVER CORROSION
RESISTANT PRIMER; REFLECTOR~HIGH REFLECTANCE BAKED WHITE ENAMEL OVER
CORROSION RESISTANT PRIMER,

encosupe: 100 VIRGIN ACRYLIC PLASTIC; WHITE RIBBED WRAP~AROUND DIFFUSER, OR
umxm_whmmmmmzw»m%vmnmmw w%zm.mmnm vq;.m;:n OR RIBBED BOTTOM LENS PRXEL;
- ; HINGED OR REMOVABLE WITH
LIGHT-TIGHT CLOSURE AT EDGES. ‘ 1THOUT TooLs, WiTH
LAMPS: THo F40,TI240-WATT RAPID START FLUORESCENT.

BALLASTS: SER SPECIFICATION SECTION 16510.

NOTE: FIXTURE SHALL HAVE EMERGENCY BATTERY PACK UNIT.

FIXTURE TYPE E

TYPE ‘X'

CHANNEL: 20 GAGE STEEL FINISHED - INSIDE AND OUTSIDE WITH BAKED
WHITE ENAMEL.

REFLECTOR: 20 GAGE STEEL WITH PORCELAIN ENAMEL FINISH INSIDE AND
QUT. APERTURED FOR 10% UPLIGHT.

END CAPS: 20 GAGE STEEL FINISHED TO MATCH CHANNEL.

BALLAST: BALLAST SHALL BE ELECTRONIC TYPE.

LAMPHOLDER: TURRET TYPE.

LAMPS : TWO F40, T-12 COOL WHITE FLUORESCENT.
MOUNTING: SURFACE OR 1/2* @ STEM SUSPENDED.

TYPE 'K1'
SAME AS TYPE 'K EXCEPT WITH EMERGENCY BATTERY PACK.

FIXTURE TYPE K & K1
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